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ARB NOTICE 


No. 58 


Issue 2. 


lst December, 1971. 


FLAME RESISTANT FURNISHING MATERIALS 


It is important to ensure that the materials used when 
carrying out repairs or modifications to aircraft cabin furnishings 
have suitable flame resistant properties. The materials should 
either meet UK Requirements or be at least equal to those of 
the materials used in the original design, as accepted for UK 
certification. 


The detailed requirements for compartment design safety 
precautions for aircraft designed in the United Kingdom are 
prescribed in British Civil Airworthiness Requirements (BCAR) 
Chapters D4-3 and K4-3. Suitable methods for flame resistance 
testing of aircraft furnishing materials are described in Civil 
Aircraft Inspection Procedures (CAIP) Leaflet BL/10-2. 


Some imported foreign constructed aircraft are accepted 
for UK certification as complying with the airworthiness 
standards of the country of manufacture. Although not neces- 
sarily identical to BCAR, these standards are considered to 
provide an acceptable level of safety in relation to the particular 
aircraft types. 


If flame resistant properties can be destroyed by dry 
cleaning or laundering processes, the materials should be 
reproofed after cleaning. As suitable materials are becoming 
increasingly available, it is recommended that inherently flame 
resistant materials be used in preference to materials not 
permanently so treated. 








| 5 Cancellation This Notice cancels ARB Notice No. 58, 
Issue 1, dated 20th January, 1971, which should be destroyed. 


By Order of the Air Registration Board, 


Hy Whe tuaan, 


Secretary. 
Brabazon House, 
Redhill, 


Surrey. 
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